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Function Description

Optical 
Performance

Ocular Magnification: 1.7X
Objective Aperture: 18mm
F# for Objective Lens: 1.2
Viewing Range: 20°
Focusing: 3m - ∞

EVF
LCoS 1280x960  Resolution 
Angle Of View: 34°
Exit Pupil Distance: 25mm
Diameter: 22mm

Imager
Multiple exposure fusing HDR Image
High-sensitivity NIR CMOS Sensor 
Size  1/1.8’’
Resolution : 1920X1080

TF Card Support SDHC 4GB~128GB TF Card

Hardware 
Buttons

Power On/Off
Snap
Mode selection
UP/IRCUT
DOWN

Operation
Preview
Capture JPEG file in TF storage
Record MP4 file in TF storage
Playback media file from TF storage
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Power
External Power Supply - DC 5V/2A
1x 18650 Lithium Battery 3.6-4.2 V   
Sustain 3 Hours Battery Power Consumption
Low Battery Warning

System

OSD Menu Display
4 Modes (Capture, Video, Playback Menu)
Single Frame Image Capture
Video Image Record
Playback Image
Delete Image
TF Card Format
Power Save (Off / 1 min / 3min / 5 min)
Language: English / German / Swedish / Spanish / Danish / 
French / Italian
System Reset 
Light Freq. 50/60HZ
RTC Setting
Version

Size 120*87*63mm (without eye protector)

Weight 400g (without battery)

Adapter 
Mount ≤45mm

Ingress 
Protection IPX-4K

What’s in the 
Box

USB Cable / TF Card/ IR Torch-850 / Charger / Picatinny 
Adapter / Shim / Bag / Instruction Manual
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OVERVIEW
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Tube diameter 
of scope Adaptor Shim

(thickness)

45.4-44.1 45mm N/A

44-43.4 45mm 0.8mm

43.3-42.6 45mm 1.2mm

42.5-41.8 45mm 1.6mm

41.7-41 45mm 2mm

41-40.4 42mm 0.8mm

40.3-39.6 42mm 1.2mm

39.5-38.8 42mm 1.6mm
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Function Description

Projection Angle 2.6°- 5.2°

IR 
IR Power 2w - 5w
IR Wave Length 850nm
IR Projection Distance 500m @ 5w 2.6°

Power 1x 18650 Lithium Battery 3.6 - 4.2 V   
Sustain 1 .5 hours @ 5w Battery Power Consumption

Size 118*56*85mm

Weight 415g (without  battery)

Ingress Protection IPX-4K
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